
NATIONAL PIPE HANGER CORPORATION

NJ (609) 261-5353 MD (301) 568-8805www.nationalpipehanger.comPipe Stand
Supports

SERVICE: For general piping running close to the fl oor.
MATERIAL: Carbon Steel or 304/316 Stainless Steel
FINISH:  Black or Hot-Dip Galvanized
STANDARDS:  MSS SP-58 Type 36 
ORDERING: Specify fi gure number, pipe size, L dimension, base plate
  hole size, material and fi nish.  (Gussets will be added to
  supports for pipe sizes 8” and above.  Welded base plate
  and pipe as shown must be ordered separately.)
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PIPE
SIZE A B C WEIGHT

EACH, LBS.

4 3 43/16 10 6.72
5 3 413/16 10 7.30
6 3 57/16 10 11.06
8 3 615/16 10 14.30
10 3 87/16 10 18.53
12 3 915/16 10 23.92
14 4 1015/16 10 39.10
16 4 123/8 10 44.47
18 4 137/8 10 52.95
20 6 153/8 12 84.72
24 6 1715/16 12 100.00
30 6 215/16 12 113.10
36 8 241/2 12 163.74

NOTE: Weights are for saddles only.
SHOWN WITH 

OPTIONAL STAND


