NATIONAL PIPE HANGER CORPORATION

SPC Strut Pipe Clamp
SERVICE: For attaching pipe to strut.
MATERIAL.: Carbon Steel or 304 Stainless Steel
FINISH: Electro-Galvanized
ORDERING: Specify figure number, pipe size and material.
Sold in pairs. (Other materials and finishes
available upon request.)
PIPE[ 0.D. | MATERIAL | HARDWARE |STD.| WEIGHT | MAX.REC.
SIZE| SIZE | THICKNESS SIZE PKG. | EACH, LBS. | LOAD, LBS.
Y. | 0.540 16ga Vax¥% 100 0.09 400
% | 0.675 16ga Vax¥% 100 0.11 400
Y2 | 0.840 16ga Vax¥% |100f 0.11 400
% | 1.050 14ga Vix% [100] 0.14 600
1 [1.315 14ga Vax% [100] 0.16 600
1% | 1.660 14ga Vax¥% 100 0.19 600
1%, | 1.900 12ga %6 X 1 50 0.30 800
2 | 2.375 12ga %6 X 1 50 0.34 800
2V, | 2.875 12ga %6 X 1 50 0.40 800
3 | 3.500 12ga %6 X 1 50 0.47 800
3Y [ 4.000 11ga %x1% | 25 0.62 1,000
4 | 4.500 11ga Y%x1% | 25 0.67 1,000
5 | 5.563 11ga Y%ex1% | 25 0.80 1,000
6 | 6.625 11ga %x1% | 25 1.02 1,000
8 |8.625 11ga Y%x1% | 25 1.30 1,000
10 [10.750( 11ga Y%x1% | 25 1.43 1,000
12 112.750f 11ga Y%ex1% | 25 1.74 1,000
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